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Operation Note:  Factors affecting a pumps stated liquid flow rate, suction lift & solids handling capabilities include but are not limited to; pump size, 
diaphragm, ball valve & ball seat, type & materials of construction, air inlet pressure & air flow capability, liquid viscosity, specific gravity, slurry content, 
ambient & liquid temperature, liquid inlet & liquid outlet width, piping type, piping length & overall piping configuration. A minimum supply air pressure is 
required to operate the pump. If the supply pressure is less than minimum the pump may not operate properly. Oil & grease lubrication is not required 
under normal operating conditions. Zero exhaust air emission capability when operated without lubrication and run with dry oil free compressed air.

TC-X250HT
1” High Purity Virgin PTFE Pumps Data Sheet 

Max Flow Rate: 64 L/min.
Max Discharge Pressure: 0.70 MPa.
Max Slurry Size: 3 mm (Flat 0 mm)
Max Suction Lift: Dry: Ball 2.0 meter. Flat 3.0 meter. Wet (Primed): 8.0 meter.
Liquid Connection Size: 1”.
Liquid Connection Configuration: Flanged Side Ports / (Female Threaded)
Pump Wetted Material Options: High Purity PTFE / PFA. 
Air Motor Material: HDPE (High Density Polyethylene).
Diaphragm Options: PTFE.
Check Valve Configuration: Ball/Flat Check Valves.

Air Motor Model: Looped C® Spring Air Spool.
Exhaust Configuration: External Air Exhaust Silencer. 
Torque Reinforcement Plates: PVC
Base & Footprint: PVC Base Plate & Rubber Feet.

TC‐X250HTJ
1” High Purity 
PTFE Pump
64 L/min Max 

Description & Features: 1” High Grade Pure PTFE plastic AODD Pumps fitted with the Looped C® Air Spool, Ekonol® Seal Rings & Fully 
Independent Pilot Valves for increased performance, reliability & extended life cycle. Fully bolted body with torque reinforcement plates for 
mechanical stability and leak free chemical transfer. Class 1000 clean room manufactured with all PTFE / PFA wetted  section low particle 
counts and zero metallic ion contamination. 100% oil & grease lubrication free mechanism, offering clean, emissions free, environmentally 
friendly operation. Flow rates up to 64 L/min with low pressure & short stroke operation to minimize liquid pulsation. Compact size,
Drop‐in dimensions & footprint. Easily maintainable with fully modular replaceable wear parts, outside accessible Air Spool & manual Spool 
Reset Switch. Fully torqued, leak and operation tested prior to shipment. Designed and manufactured in Japan. 

Standard 250HT Pump Specifications 

Pump Model  TC‐X250HTJ TC‐X250HTJ‐X

Max Flow Rate 64 L/min [16.9 GPM]

Max Discharge Vol Per Cycle  300 mL 

Max Solids Size 3.0 mm 0 mm

Supply Air Pressure Range 0.2 – 0.7 MPa [30 ‐ 100 psi]

Max Discharge Pressure 0.7 MPa [100 psi]

Max Air Consumption 750 L/min (ANR) [26.50 SCFM] 

Max Suction Lift Dry: 2.0 meters. Wet (Primed): 8.0 meters. Dry: 3.0 meters. Wet (Primed): 8.0 meters.

Inlet & Outlet Connections 1” Flanged Side Ports 1” Flanged Side Ports

Check Valve Configuration Ball Type Check Valves Flat Type Check Valves

Wetted Body Material High Purity PTFE (Polytetrafluoroethylene)

Diaphragm Material High Purity PTFE (Polytetrafluoroethylene)

Flat Valve, Seat & Guide Material High Purity PTFE (Polytetrafluoroethylene)

Wetted Centre Discs Material High Purity PFA Encapsulated SUS316 (Perfluoroalkoxy alkane)

Liquid Seals Material High Purity PTFE (Polytetrafluoroethylene)

Air Motor Body Material HDPE (High Density Polyethylene)

Torque Reinforcement Plates PVC (Polyvinyl chloride)

Body Fastening System Full Bolted Construction. PTFE Coated SUS Tie Rods, Nuts & Spring Washers.

Bolt Caps Material PP Plastic Bolt Caps (Polypropylene)

Ambient Temp Range 0 – 70°C [32 – 158°F] 

Liquid Temp Range 0 – 80°C [32 – 176°F]

Maximum Noise Level 88 dB (ISO 1996 A weighted Sound Pressure)

Net Weight 32.0 Kg [70.6 lbs]



Pump Performance Curves
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Wetted Materials Of Construction

Dimensional Drawings
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Common Options

Independent Pilot Valves 
Unique & Fully Independent Twin Pilot Valves. 
Independent Static Sealing Design allows for Short 
Stroke Operation & High Cyclic Speeds. Heavy Duty 
Construction with Spring Loaded Shock Absorption. 
Fully Modular and Replaceable. No Dynamic O‐ring 
Seals, Gaskets or Stacked Assemblies. Large Air 
Porting Capability, Dirt and Moisture Friendly. 
Complete Oil & Grease Lubrication Free Design. 

Looped C® Air Spool 
New Generation Spring Assisted Non‐Centering Air 
Spool. Outside Accessible with a Modular & Replaceable 
Spool Sleeve. Newly Improved design with high 
Performance SUS Non‐Centering Looped C® Springs. 
Original Ekonol® Seal Rings. Modern Long Life Materials 
of Construction; Wear Resistant, Temperature Resistant, 
Corrosion Resistant and Dimensionally Stable. 100% Oil 
& Grease Lubrication Free Design & Materials.

Electric Cycle Sensor Kit
Optional externally mounted air spool type electric 
proximity sensor used for dosing, cycle counting, 
pump stall warning, or to determine pump 
maintenance intervals.
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HT Pump Design Features

E Type Electrically Actuated AODD Pump
Special compressed air powered pump model with an 
electrically actuated air switching mechanism.
Extremely reliable “non stall” operation in all 
operating conditions. Utilizing electric spool actuation 
& stroke sensor for intelligent pump monitoring & 
controllability.

Pure PTFE Liquid Pulsation Dampener
Optional high purity PTFE liquid pulsation dampeners
for improved flow, accuracy & surge control in 
metering, dosing blending, mixing, spraying & filling.
Designed specifically for important high purity liquid 
process applications.

Fiber Optic Liquid Leak Sensor Kit
Optional fiber optic sensor kit designated to 
detect & manage liquid leaks or diaphragm 
failures.

Nomenclature

Accessories: All 250HT series diaphragm pumps are shipped complete with PVC base plate, rubber feet, air 
inlet shutoff valve, union & external exhaust silencer as standard accessories. Flange pumps are also shipped 
with flange torque reinforcement plates.

TC‐X: TC‐X Series AODD Pump.

250: 1” Size
H: High Purity Virgin PTFE Wetted Section.

T: PTFE Diaphragms & Flat Check Valves. 
J/A: JIS or ANSI flanged connections

For more information about TC‐X Pumps please contact: sales@yts‐pump.com

ATEX Compliant 

II 2GD c T5

AODD Pump Capabilities.
Self Priming.
Run Dry.
Run up to Dead Head.
Variable Flow Rates. 
Shear Sensitivity. 

Variable Discharge Pressures.
Transfer Liquid Slurries.
Transfer Large Sized Solids.
Handle Abrasives.
Transfer Chemicals.

Inherently Safe Design.
Portable & Easy to Use. 
Transfer Viscous Fluids.
Frequent Start Stop Operation.
Powered by Compressed Air. 


